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Forg 3-3.31C Budget Bureau No. 42-R1425.

(May im¶ (Other I ctions on

NITED STATES reve ide)

DEPARTMENT OF THE INTERIOR r,. I,EASE DESWNmON AND SERML NO.

GEOLOGICAL SURVEY U-39499

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. Œ INDIAN, AMORM OR HIBF NAME

la. TYPE OF WORK
N / A

DRILL DEEPENO PLUG BACK O I. UNIT AGREEMENT NAME

b. Tres or waco N / A
°w":ss O °wis © o2- 5"s?" O 2"o°;.2"" O - om - -

2. NAME OF OPERATOR

Ambra Oil &, Gas Company """ "°

3. ADDRESS OF OPERAToa
,

Tumbleweed 27-2-80A

115 South Main, Suite 420, Salt Lake City, UT 84111 6°g'ggLDCAT

4. LocaTION or WELL (Report location clearly and in accordance with any State requirements.*)

At surface .

560 ' .FNL 2093-' FEL of 11. eD..s'à,R. M OR BLA

ge dOpDrod 'eT 20 S, R 21 E Ñ¾ÑÊ Section 27
T 20 S, R.21 E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST WN OR POST OFFICE* 1Ž. COUNTT OR PARISH 13. STATE

15 miles northwest of Cisco, Utah Grand ' Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

o'
t'o'o°eaar'eiŸri'g'"uitfline.

it any, 5 60 ' 640 acres ' 40 acres
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS

TO NEAREST WELL, DRILLING. COMPLETED,
OR APPLIED FOR. ON THIS LEASE. Fl'. 1483.' 320 ' rotary-air

21. ELEVATIONS (Show whether DF, RT, GR. etc.) 22. Arraox. DATE woaK WILL sTART*

5349 GR
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

11" 65-8 5/8" new 32 lb 160' An smek Ínomont to surface
6 3/4" 05-4 1/2" nem 10.5 lb 3200' 15 sacks(eement to Mancos)

Will be drilled to test the Summerville Formation

BAlowouhmeSquencountered willedbe tested.

Hydrill type GK, 10" B.O.P. 1
Tested to 5000 PSI FEB15 1980
with a 5000 Series Power Accumulator

DIVISION OF
OIL, GAS & MINING

EN Aanvs seACE DescRtse FaoPosso PRocRAM : If proposal is to deepen or plug back, give data ou present productive zone and proposed new productive

one. If proposal is to drill or deepen directionally, give pertinent data .oo subsurface locations and measured and true vertical depths. Give blowout

TITLE DATE

(This spaœ ederal or State office use)

PERM[T NO. APPROVAL DATE

APPROVED BY ___ TITLE DATE

CONDIT[ONS OF APPROVAL, [F ANY

See InstructionsOn Reverse
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4. Drainage design: small borrow pits on each side for easy
draining. There are no major drainage problems.

5. Location of culverts and brief description of any major
cuts and fills. Dry wash cuts and fills as per on-site inspec-
tion. No culverts needed or wanted in this area.

6. Surfacing Material: none needed. Land will be dis-
durbed little. No foreign material needed or necessary.

7. Necessary gates, cattleguards, or fence cuts: none
needed, no fences, etc.

8. New or reconstructed roads: Operator will make use of
existing road on our lease. 150' after crossing the second
gully on the.way to the Tumbleweed #1 well, the road will inter-
sect with the 200' north reference point on the well location.
From this point, our new access road will be constructed 200'
south to the center.of the location. Approximately 100' from
the 200' reference point you will have a small dry wash with an
existing 4° grade on both sides. This _dry wash will be graded
out as according to the on-site instruction.

3. Location of Existing Wells

a. See USGS topo map.

b. Producing wells in one mile radius:

1. Sec..26 Adak Energy..Adak Anschulz:26-1A-Gas
2. Sec 27 Tumbleweed.#1 Boardwalk.9ëtroleum-Gas (shut-in)
3. Sec 23 NP .Energy Federal 23-1-Gas

c. Producing wells in a two mile radius:

1. Sec 14 Cunningham Cart Barnes #1-Gas
2. ·...

NP¯Energy Federal 14-1-Gas
3. Sec 16 Sun.Iñiërnational 16-1-Oil & Gas (shut-in)
4. Sec 13 NP Energy Federal 13-1-Oil
5. Sec 24 NP Energy Federal 24-1-Gas
6. Union Texas Pet. Govt. #11-Gas
7. Sec 25 NP Energy Federal 25-1-Gas

I

d. Abandoned and shut-in wells are marked with industry
standard symbols. There are no water, disposal, injection or
observation wells within a one mile radius.

4. Location of Existing and/or Proposed Facilities

a. Operator currently controls no tank batteries, pro-

duction facilities, oil and gas gathering lines, injection lines
or disposal lines within a one mile radius of this well location.
However, pending right-of-way (No. 79776) a gas connection could
be laid from Northwest Pipeline in the NE¼ of Sec. 23. A three-
stage .seperator will be added at this time and an oil tank, if
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b. In the event of production, a sundry notice will be sub-
mitted to the USGS and BLM area office with a sketch of the area
showing planned production facilities. All open exposed pits
will be fenced to protect area livestock and wildlife and an
earthen fire bunker around any tanks. Any gas lines will be
made on the surface to the main 6" Northwest Pipeline gather-
ing trunk in the NE¼ of Section 23.

c. Plan for rehabilitation of the stripped areas no longer
needed for operations after construction; this will be fenced
until fluid evaporates and filled in. That will be reseeded
anywhere from October 15 to November 15, as required by the BLM.
The seeding prescribed by the BLM will be used. The surface
area is basically flat, however, the.area will be graded to the
original contours. ,Construction of rehabiliation will be lim-

ited to the original well pad and at no time will any of our
operations require any more area than the requested well pad.
(200' x 200') All stock piled surface soil will be graded back
over the location after contouring.

5. Location and Type of Water Supply

a. Show location or description: Nash Wash; indicated in
green, two miles east of location.

b. State method of transporting water: water tank turck.
No new roads or pipelines will be required for a water supply.

c. No water well planned or needed.

6. Source of Construction Materials

a. None used or needed: this is flat desert land on mancos
shale formations. In this area the best method of road con-
struction is to blade road lightly-water-pack down, when ground
is disturbed a great deal, the road is poor and not easy to
travel. When lightly bladed with borrow pits to each side for
easy drainage, no additional material is needed. The location
will be on federal land so if any sand or gravel is needed, it
wll be brought into the area from a private source in Thompson,
Utah, 16 miles west. Until production is established, road will
be surface scraped dirt (shale) road from the existing road to
the proposed well location.

b. See AEC topo map enclosed.

7. Methods of Handling Waste Disposal

1. Cutting: Waste pits as shown on detail or drill site.

2. Drilling fluids: pits

3. Produced fluids (oil and water) tanks and pits.
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The blouey line will be 125' long, centered and Engled down into
the trenched pit. It will be anchored. The blouey line will be
misted while drilling with air.

4. Sewage: self-contained trailer.

5. Garbage: trash pits six feet deep and fenced with small
mesh wire to prevent wind scattering trash before being trucked
away, burning or buried.

6. The area will be free of trash and debris when rig moves
out.

8. Auxiliary Facilities

None other than trailer and dog house.

9. Well-Site Layout

See detail draining diagram

1. Cross section of drill pad with cuts and fills 200' x 200'
See map enclosed. Surface soil will be stock piled on the west
side of location, 12". high. Size of well pad contingent on surface area
available.

2. Mud tanks, reserve, burn and trash pits, etc. See drawing.

3. Rig location: see drawing

4. Pits are to be unlined. We will work with field repre-
sentative from USGS or BLM for any additional needs.

10. Plans for Restoration of Surface

1. Back filling leveling, etc.: we will back fill and level
to contour of land before drilling. Waste disposal will be accom-
plished as follows: all portable waste will be burned and buried
in waste pit. All other trash will be hauled out of .the area.

2. Revegetation and rehabilitation: the grounds including
the access road will be conditioned and revegetated and seeded
as per BLM.requirements, that being regrading of the surface soil
and reseeding to take place from October 15 to November 15.

3. After the rig is moved.

4. If there is oil in the pit, we will either remove it or
install overhead flagging.

5. Time they will perform commencement of rehabilitation
operations: rehabilitation of the well site area will be com-
pleted within 60-days after the spud date. With exception of
reseeding following BLM instructions (Oct. 15 to Nov.
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11. Other Information

The location is part of the Green River desert area. No
trees grow on the Mancos shale valley, only sage brush and shad.
Cattle graze the area in fall and spring seasons. There is no
water and very little vegetation. Cisco Springs is 11 miles
away and the nearest town, Cisco, is 15 miles to the south-
east with practically no dwellings .and no evidence of historical,
cultural nor archeological value. There will be no other surface
use.

12. Operator

Ambra Oil & Gas Company
115 South Main=Street
Suite 420
Salt Lake City, Utah 84111

Telephone: (801) 532-6640

Attention: Mr. Tony Cox, Mr. Wes Pettingill

13. Certification

The following statement is to be incorporated in the plan
and must be signed by the lessee's or operator's field repre-
sentative who is identified in Item No. 12 of the plan.

I hereby certify that I, or persons under my direct super-
vision, have inspected the proposed drill site and access route;
that the statements made in this plan are, to the best of my
knowledge, true and correct; and, that the work associated with
the operations proposed herein will be performed by AMBRA OIL &
GAS COMPANY and its contractors and subcontractors in con-
formity with this plan and the terms and conditions under which
it is approved.

Date Name and
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7. Auxiliary equipment: (1) Kelly Cocks--Demlo. (2)
Floats at the bits--yes and string. (3) Monitoring equipment on
mud system --none. (4) Sub on floor with a full opening valve.
The fill, kill and choke lines will be attached to well head
below BOP. Also auxiliary equipment to be used.

a. 6,000 # shut off valve on stand pipe.
b. One float at bit and two string floats.-
c. Sub 3 1/2" I.F. to 2" valve for controlling blow-

outs for use when making round trips in event of
well blowouts.

8. Testing, logging, coring: Schlumberger or Birdwell.
No D.S.T's programmeg.

Logging: Dual Induction Laterlog (DIL) Compensated
Neutron & Fromation Density (CNFD) Caliber Log (CL) Sonic
BHC. If casing is run, a Cement Bond Log (CBL) and a Gamma Ray
(GRL).

Testing: Drilling; take samples every 10' starting
at 500' to T.D.

Miscroscope analysis by a certified geologist.

Drillers and Penetration Logs.

No coring planned.

9. Maximum bottom hole pressure exþected is 1500 PSI.
Flexibility provisions are the BOP and high pressure fittings and
couplings. No hydrogen sulfide problems are expected.

10. Starting date is April 15, 1980 and it should take from
seven to twenty-four days.

I hereby certify that I, or persons under.my direct super-
vision, have inspected the proposed drill-site and access route;
that I am familiar with the conditions which presently exist;
that the statements made in this plan are, to-the best of my
knowledge, true and correct; and, that the work associated with
the operations proposed herein will be performed by AMBRA OIL &
GAS COMPANY, and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is
approved.

Date Name and



amb a oil &gas co.
Suite 420-430

Prudential Federal Savings & Loan Building
115 South Main · Salt Lake City, Utah 84111

(801) 532-6640

Geological Survey RE: Tumbleweed #27-2-80A
2000 Admin..Building Multipoint Requirements
1745 West 1700 South to Accompany APD
Salt Lake City, Utah 84104

Attention: Mr. Ed Guynn

1. Existing Roads

a. Proposed well site is staked. See surveyors plot.

b. Route and distance from nearest town or locatable re-
ference point to where well access route leave main road. West
exit from Cisco Bookcliff Exit I-70, 11 miles due north toward
Bookcliffs on the Cunningham Ranch Windy Mesa Road. Turn south
at corral (left) and then right at first intersection. Follow
surface scraped road past the Adak 26-1A and Terterling well,
to where the road turns south across two gullies. Look west
100' for the location.

c. Access road (s) to location color coded or labeled,
red lines.

d. If exploratory well, all existing roads within 3 miles
(including type of surface, conditions, etc.). Does not apply.

e. If development well, all existing roads within.a one
mile radius of well site, see map. Access road color coded in
red with existing roads colored blue.

f. Plans for improvement and/or maintenance of existing
roads: main road is improved and maintaned by Grand County.
New road from existing road to each, will be bladed out 15'
path-like road. In the event of production, operator will work
to maintain graded and improved road year-round, including re-
grading.

2. Planned Access Roads

1. Width: 15' bladed out on flat land.

2. Maximum grades: four degrees.

3. Turn-out: Access road is straight, n turnouts



amb a oil &gas co.
Suite 420-430

Prudential Federal Savings & Loan Building
115 South Main • Salt Lake City, Utah 84111

(801) 532-6640

Geological Survey RE: NTL-6
2000 Admin. Building Supplementary Information
1745 West 1700 South For APD, 9-331-C
Salt Lake City, Utah 84104

Attention: Mr. Ed Guynn

Application for Ambra Oil & Gas Co., a Utah Corporation, to
drill in the NW¼NE¼ of Section 27, T 20 S, R 21 E, Grand County,
Utah is set forth on Form 9-331C. This letter is to set forth
the additional information required on the NTL-6 regulation.

1. Geologic name of surface formation: .Cretaceous Mancos
shale.

2. & 3. Geologic tops and formation:

Cretaceous Dakota 2,330' gas
Cedar Mountain 2,485' oil and gas

Jurassic Morrison Salt Wash 2,645' oil and gas
Summerville 2,940'

4. Casing program: See Form 9-331C -

5. Pressure control equipment: Operator will use 8 5/8"
good PSI spool with hydril BOP above spool. A 8 5/8" 5,000 PSI
spool will be used above BOP. A rotating head will be used above
the flow line spool. The BOP is bag type, 10"'G.K. hydril 1500
with a 500 series power connection. BOP will be tested every 24-
hours during daily operations. See sketch.

6. Drilling and circulating medium: Operator plans to
drill with air and air mist as far as possible. Water base dril-
ling fluid will be used in event formation water is encountered
and to control or kill oil or gas flows whe'n running long string.
4 1/2" 10.5 lb. casing--mud invert polymer type bio-degradable
Mud 8.2 lb. per gal. Weight and mud to 10 lb. per gal. if re-
quired will be provided. The addition of potassium (KCL)
chloride D.H. chemical added as



** FILE NOTATIONS**

DATE:

Operator: /jß

Well No: •#‡~/-2 ŸÔ
Location: Sec. T. 05 R. Sjf County:

F¿te Ptepated: Entexed on N.I.9.

Caad Indexed: I Complet¿on Sheet:

L API Wumbex 6 - þ|9- 3D(p/g

CHECKEDBY:

Geological Engineer: Ñ,¾ Ñ R//f/gp

Petroleum Engineer:

Director:

APPROVALLETTER:

Bond Required: ¿/

onderNo. lo.1-Iloß / If 14
Rule C-3(c)

, TopogAaph¿c Exception
w¿thin a 660' nad¿ua

Leas e Designation on map

Appkoval LetteA WA¿tten



** FILE NOTATIONS**

DATE: / /gÛ
Operator: A. /) (já

Well No: (4/ 4/7-24Ó
Location: Sec T. 05 R. /g County:

File Ptepared: Entexed on N.I.P.

CaAd Indexed: Compfet¿on Sheet:,

API Numbex - þj¶- 3 (µ|,9.

CHECKEDBY:

Geological Engineer: Ñ,Ÿ Ñ R//f/go

Petroleum Engineer:

Director:

APPROVALLETTER:

Sond Requixed: Saavey Plat Required:

0Aden Wo. /g,/(2 // ff 9 0.K. Rule C-3

Rule C-3(e)
, Topogxaph¿e Except¿on/company owns ok contAofo acteage

w¿thin a 660' aad¿ua og pxoposed a¿te (
¯|

Leas e Dealgnat¿on Plotted on Map
'

Apptoval Lettex WA¿tten
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Agbaa OR and Gas Company

Febxuany 20, 1980

115 South Ma¿n, Suite 420
SaLC Lake C¿ty, utah 84111

Re; Weff No. TXS-10-1-80A, See. 10, T. 203, R 23E., GAand County, LitahWett No. TXO-14-1-80A, See. 14, T. 203, R. 23E., Gaand County, utahWeLLNo. PetAol-15-5-80A, See. 15, T. 213, R. 23E., GAand C oun¢y, UtahWeff No. Tumbleloeed-27-t-80A, see. 27, T. 203, R. 2IE., Grand County, utak
Inaogan. as th¿a og(¿ee ¿a coneekned, appAova£ to dAltf the abovetegenxed to gas wetia la heAeby gxanted in accoadance w¿th t.he Oxdex lasued¿n Cause Wo. 102-168 dated Novembex 15, 1979.

Should you deteam¿ne that ik w¿t1. be neceaaaxy to plug and abandonthese welta, you axe hexeby tequested to immed¿atety notify the gott.om¿ng:
MICHAELT. MIWDER- Geological Eng¿neeAOg£¿ee: 533-5771
Home: 876-3001

Enetosed ptease gind Foxm OGC-8-X, wh¿eh is to be compteted whetheron not watet handa (acqu¿gena ) are encoun.ten.edduAlng dailt¿ng. Vouxcoopeaation in comptet¿ng thla goamm¿lf he appreciated.

Futther, it £6 kequested that .this DLvlalon be nofl(¿ed mLthin 24houna agt.ex dniffing operat¿ona commenee, and that t.he daltfing contaaetonand x¿g number be ident¿g¿ed.

The API numbena asalgned t.o these weL£a are: TXO-10 -- 43-019-30609;TX0-14 -- 43-019-30610; PetAo -- 43-019-4ô611; Tumbleweed -- 43-019-30612.

Sine.exety,

DIVISION OF OIL, GAS AWDMINING

M¿chae£ T. M¿ndet
Geolog¿cal EngineeA



ambig oil &gas co. g
Suite 420-430

Prudential Federal Savings & Loan Building
115 South Main · Salt Lake City, Utah 84111

(801) 532-6640

February 25, 1980

Mr. Ed Guynn
,

U.S. Geological Survey
2000 Admin. Bldg.
1745 West 1700 South
Salt Lake City, UT 84104

Dear Mr. Guynn:

With reference to the Tumbleweed #27-2-80A well, we need an
archeological.evaluation of this well location. We have con-
tracted A.E.R.C., of Bountiful, Utah, to perform this evalu-
ation. However, as of February 22, they got their vehicle
stuck trying to reach the location. As soon as conditions
permit, they will perform their report and we will submit
it to your office with a sundry notice.

Sincerely,

AMBRA OIL & GAS COMPANY

Wesley Pettingill
Exploration Manager
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Petrolemn and Energy Consultants
Registered in Rocky Mountain Sicies

Ambra Oil & Gas

Tumbleweed 27-2-80A

NW NE Sec. 27, T20S, R21E
Grand County, Utah

Campletion Operations
June 16, 1980 thru June 30, 1980

ß. N. Burkhalter,
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Ambra Oil & Gas 1 6

Tambleweed #2

6-16-80 Move in, Rig up pulling unit - Welded surface to casing & bell
Monday nipple to casing. Rig to run tubing - Bookcliff Supply hauled

97 jts, 2 3/8" EUE tubing to location along with wellbead equip-
ment.

6-17-80 Run in Hole to 2940' with 94 jts. Fluid level was down in casing
Tue. so pressure tested well. Had 20 psi leak in 5 minutes - Had frac-

master brought to location & hauled 200 Bb1s of water.

6-18-80 POOH with Tbg. - pick up packer and ran in hole - 8 jts. Tbg. -

Wid, Pressured casing to 1320 psi - leaked to 1120 psi tubing to 1260
psi and leaked the same as yesterday (20 psi/5 min). Ran in hole
with 30 more joints tubing - had same leak - ran in hole to bottom
same leak, tested backside to 1500, held ok. Fracmaster delivered
to location - had 200 Bb1s of water put in it.

6-19-80 POOH with tubing & packer - Go wireline set cast iron bridge plug
Thurs. at 2930'. Pressure tested ok - Dumped one sack cement on bridge

plug with dump baler. Perforated well at 2800, 2801, 2803, 2804,
2806, 2828, 2829, 2830, 2831, 2832, 2833, 2834, 2846, 2847, 2848,
2849, 2850, 2851, 2852, 2853, and 2854. Swabbed hole dry - no oil
or gas.

6-20-80 Casing 240 psi Tbg, O psi - Made one swab run & well blew down -

Friday POOH with Tbg. - Ran in hole with Tbg. and packer to 2751'. Set
& shut down. No pump truck available.

6-21-80 No pump truck available.
Sat. Casing - Opsi Tbg. 760 psi - Blew down in 3 minutes. No fluid,

6-23-80 Casing Opsi Tbg. 800 psi - Blew down in 3 minutes - No fluid -

Monday Filled bäck side wibb 2% KC1 water and pressured to 1500 psi -

Pumped 2000 gals. diesel mixed with 10 gals. T98D - Down tubing
pumped at 4 Bb1s/min. at 1500 psi - Dropped 30 balls at 1 ball
per Bbl after pamping 10 Bbls to establish rate. No ball action -

Maximum pressure 2000 psi - Shut in 800 psi. Dropped to 650 in
5 minutes - Well flowed 10 Bb1s and had to swab. Swabbed 40 Bbls
and well was dry - flowing small amount of gas. Shut in for night.

6-24-80 Ttg. - 220 psi - Casing Opsi - Well blew for 15 minutes - Rostly

Tues, gas - Tagged fluid at 1100'. Swabbed dry - Swabbed every hour -

Fluid staying at 3500' above S. N. Swabbed 12 Bbls all day.

6-25-80 Tbg. - 500 psi - Fluid l]DO'. Swabbed dry in 3 runs POOH with Tbg.
Wed, and packer - Ran in hole with Tbg. retrievable bridge plug. Set

B. P. at 2755' - POOH with Tbg. Go Wireline perforated 17 Holes -

2680, 2681, 2682, 2683, 2684, 2685, 2686, 2687, 2688, 2689, 2690,
2691, 2697, 2698, 2700, 2702, 2704. Ran in hole with Tbg. and
packer. Set at 2629' - Made 5 swab runs - Runs 1,2, and 3 were oil
and water from Bottam zone - runs 4 & 5 were oil from upper zone
very little water and oil was greener and thicker - fluid stayed
at 100' above S. N. and runs 4 &
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can't

6-26-80 Tbg. 230 psi Fluia 800' - Well flowed for 15 minutes - 5 Eb1s -

Thurs. Swabbed until 1 pm. Total 17 Bb1s of oil trace of water rigged
Dowell - Waited until 5 for Dalgarno - Pumped 2000 gals. diesel
mixed with 10 gals. T98D. Pumped at 3 Bbl/min. 1500 psi -

aroppeä 25 balls - no ball action. Maximum pressure 150û psi -

Shut in pressure 1000 psi, TD zero in 4 minutes - shut in for
night.

6-27-80 No pressure on well - tagged fluid at 675'. Made 14 swab runs by

Friday ll:00 am - swabbed 55 Bb1s to fracmaster - water in samples de-

creasea to less than 1% so released packer and pulled out of hole

with Ttg. and packer - Fluid staying around 2000' while swabbing -

Ran in hole with tubing to 2707' (seat nipple). 4' perforated pup,
1 jt, tubing and tapped bull plug below seat nipple, 23' rat hole
below bull plug - Retrievable bridge plug set at 2755' and will
reTain in well for now.

6-30-80 Run pump, rods and polish rod in well - space pump and work pump
Sat, with rig, Pump action good. Rig down.

58 EA 5/8" X 25' Rods
49 EA 3/4" X 25' Rods

2 EA 3/4" X 4' Pony Rods
1 EA 3/4" X 2' Pony Rods

1 EA 14" X 16' Polish Rod
1 EA 2" X 1½" X 10' Pump - top hold down 2'

camp. - ring plunger,
double



ao, .. DISTRICT GEOLOCIST, ME SALT LAKE.CITY, UTAH

o , , : · DÏSTRICT ENGINEER, O ALT LAKE CITY,. UTAH ·
·

DBJECT: APD MINERAL EVALUATION REPORT LEASE NO. U - 3
PERATOR: A Ô t t -5 WELL NO. eloa. 7 -11- 8

OCATION: V\
K)k¯

n see. 'c17 , T. 20 S , R. 2 I E.- , S L.A

County, -

. Stratigraphy: Ôger r s

Cos S L>< ca.

ok a133O

tvt a rd
VV\or ru RC 6/S

. Fresh Water:

. Leasable Minerals:

. Additional Logs Needed: ,¶

.· Potential Geologic Razards: o e-

. References and Remarks: / sco & le A G.sf
.

. APPENDIX II

Signature: Date:
^(

- /) -



Memorandum .

To: District Oil and Gas Engineer, Mr. Edward Guynn

From: Mining, Supervisor, Mr. Jackson W. Moffitt
.

Subject: Application for Permit to Drill (form 9-331c) Federal oil and

1. The location appears potentially valuable for:

strip mining*

underground mining**

L £1 has no known potential.

2. The proposed area is

under a Federal lease for under
the jurisdiction of this office.

not under a Federal lease under the jurisdiction of
this office.

.

Please request the operator to furnish resistivity,
density, Gamma-Ray, or other appropriate electric
logs covering all formations containing poten£ially
valuable minerals subject to the Mineral Leasing Act
of 1920.

*If location has strip mining potential:

Surface casing should be set to at least 50 feet below the -

lowest strip minable zone at and cemented
to surface. Upon abandonment, a 300-foot cement plug should
be set immediately below the base of the minable zone.

**If location has underground mining potential:

The minable zones should be isolated with cement from a point
100 feet below the formation to 100 feet above the formation.
Water-bearing horizons should be cemented -in like manner.
Except for salines or water-bearing horizons with potential
for mixing aquifers, a depth of 4,000 feet has been deemed
the lowest limit for cementing.

Signed

APPENDIX III
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amb oil &gas co.
Suite 420-430

Prudential Federal Savings & Loan Building
15 South Main Salt Lake City, Utah 84111

(801) 532-6640

Mr. Glen Doyle
U.S.G.S.
Grand Junction Dist. OffÏ ce
31 North 6th Street, Ste. 300
Grand Junction, Colorado 81501

' Dear Glen:

I have concluded. a series of conversations with Mr. Jim Laraley of
Dalgarno Transport, Grand Junction, Colorado. He does all the water
hauling for Stan Starner (Starner Drilling) He stated that Dalgarno
Transport purchases water from individuals on the Colorado river and from
various water operations in Mack, Colorado. He is sending me copies of
of his State of Utah and Colorado purchasers to haul and purchase water.
I will forward these to you upon receipt. I might. add, that in my dis-
cussions with the State of Utah and Colorado District Water Engineers,
both expressed adverse opinions towards any U.S.G.S. involvement in their
governing of water or proof of.existence of any so called permits to purchase
water.

I have been assured by Jim Laraley that Dalgarno does purchase its water
from private individuals and does not arbitrarily take water from any
persons without permission and/or subsequent payment. On the basis of
this information, I as the operator's representative can inform you that
a water agreement does exist. They are, however, verbal or a varied number
of written. Therefore, to furnish you a copy of such agreements is not
possible at this time.

If you have any comments or questions, please contact me personally at
your convenience.

Sincerely,

AMBRA L & GAS COMPANY

Kerry . Mi ler
Pro tion nager

:kf

APPE DIX



INREPLYREFERTO

United StatesDepartment of the Interior 3100
- (0-603)

BUREAU OF LAND MANAGEMENT

Moab District
Grand Resource Area

P. 0. Box M
Moab, Utah 84532

May 5, 1980

Memorandum

To: Oil & Gas Office, USGS Conservation Division,
P.O. Box 3768, Grand Jct., CO81502

From: Area Manager, Grand

Subject: Ambra Oil & Gas Co.
Tumbleweed 27-2-80A, Lease U-39499
Section 27, T. 20 S., R. 21 E.,
Grand County, Utah

On April 1, 1980, a representative from this office met with Glen Doyle,
USGS, and Kerry Miller agent of Ambra Oil & Gas Company for an inspec-
tion of the above referenced location. Subject to the attached con-
ditions, I am approving the surface management portion of the Applica-
tion for Permit to Drill.

The archaeological requirement has been fulfilled on this location. No
threatened or endangered flora or fauna are indicated in the area.

Please forward the enclosed information to Ambra Oil and Gas Company.

Enclosures (2)
1-Reclamation Procedures
2-Seed Mixture

CONSERVE
AMERICA'S OM

ENERGY Q WI

Save Energy and You Ser APPENDI X



Oil and Gas Drilling EA No. 302-80

United States Department of the Interior
Geological Survey

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

USUALENVIRONMENTALASSESSMENT

Date May 13, 1980

Operator Ambra Oil & Gas Co· Well No. Tumbleweed 27-2-80A

Location 560' FNL 2093' FEL Section 27 Township 20S Range 21E

County Grand State Utah Field/Unit Cisco Dome

Lease No. U-39499 Permit No.

Prepared b.y: Glenn M. Doyle
Environmental Scientist
Grand Junction, Colorado

Joint Field Inspection Date: April 1, 1980

Field Inspection Participants, Titles, and Organizations:

Kerry Miller Operator

Wes Pettingill Operator

Dallas Galley Dirt Contractor

Jeff Robbins Bureau of Land Management

Glenn Doyle U. S. Geological Survey

Related Environmental Documents:
BLM-Moab, Book Mountain Unit Resource Analysis.

BLM-Utah, 1979, Final initial wilderness inventory, USDI, August, 50



EA No. 302-80

DESCRIPTIONOF PROPOSEDACTION

Proposed Action:

1. Location State: Utah
County: Grand

560 ' FN L, 2093 ' FE L, NW 4 NE 4
Section 27, T20S, R21E, SLM

2. Surface Ownership Location: Public
Access Road: Public

Status of Reclamation Agreements: Not Applicable

3. Dates APD Filed: 2/26/80
APD Technically Complete: 3/11/80
APD Administratively Complete: 4/4/80

4. Project Time Frame Starting Date: May 1980
Duration of drilling activities: 5 days.

A period of 30 to 60 days is normally necessary to complete a well for production
if hydrocarbons are discovered. If a dry hole is drilled, recontouring and
reseeding would normally occur within one year; revegetation or restoration
may take several years. If the well is a producer, an indefinite period of
time would occur between completion and rehabilitation.

5. Related actions of other federal or state agencies and Indian tribes:

None known

6. Nearb.y pending actions which may affect or be affected by the proposed
action:

None known

7. Status of variance requests:

None known

The following elements of the proposed action would/could result in environmental
impacts:

1. A drill pad 150' wide x 200' long and a reserve pit 20' x 60' would be
constructed. Approximately 200 (feet of new access road, averaging 15'
in width, would be constructed from a maintained road. .75 acres of
disturbed surface would be associated with the project.

2. Drilling
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3. Waste disposal

4. Traffic

5. Water requirements

6. Completion

7. Production

8. Transportation of hydrocarbons

9. Other

Details of the proposed action are described in the Application for
Permit to Drill.

Environmental Considerations of the Proposed Action:

Regional Setting/Topography - Regional topography is flat desert and rolling
hills grading to the talus-flanked Book Cliffs.

PARAMETER

A. Geology - Surface is Mancos Shale. Other formations are Tisted in the
10-Point Subsurface Plan.

Information Source: Application to Drill.

1. Other Local Mineral Resources to be Protected: Prospective coal and
geothermal resources. Coal probably subeconomic. Geothermal resources
unproven.

Information Source: ME, District Geologist.

2. Hazards:

a. Land Stability: Location and access built on Mancos Shale.
Material is stable, provided the slopes are moderate and moisture
content is low.

Information Source: Application to Drill, Field observation.

b. Subsidence: Subsidence can occur with the withdrawal of oil,
gas, and/or water.

Information Source: Keller, Edward A., 1976, Environmental geology,
Charles E. Merrill, 488 pp.

c. Seismicity: Seismic risk: low. Statistically, greatest
damage would be moderate, corresponding to intensity VII of Modified
Mercalli Intensity Scale, 1931.
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Information Source: Algermissen, S. T., and Perkins, David M., 1977,
Earthquake hazards map of the United States, Reprint from
Earthquake Information Bulletin, 9(1) Jan-Feb., 4 pp.;
Perkins, David M., 1974, Seismic risk maps, Reprint of Earthquake
information bulletin, 6(6) Nov-Dec.; von Hake, Carl A., Earthquake
History of Utah, NOAA.

d. High Pressure Zones/Blowout Prevention: No high pressure zones expected.
Blowout prevention systems detailed in APD.

Information Source: Application to Drill.

B. Soils

1. Soil Character: No detailed soil surveys done in area. Changes in.
soil fertility, horizons, slope stability, etc., cannot be predicted.
Soils are considered nitrogen-poor, alkalic soils that support the salt-
desert community.

Information Source: Field observation.

2. Erosion/Sedimentation: Erosion/sedimentation would increase as
would runoff potential. Extent of increases unpredictable without site-
specific studies being done.

Information Source: Field observation.

C. Air Quality - Wellsite lies in Class II attainment area. No Class I
attainment areas are near, or adjacent to, proposed location.

Information Source: Utah State Division of Health, Conservation Committee,
1979, Utah air conservation regulations, Bureau of National Affairs, Inc.,
February.

D. Noise Levels - Ambient noise levels temporarily elevated. Personnel
safety could be jeopardized. Wildlife would avoid area.

Information Source: Field observation.

E. Water Resources

1. Hydrologic Character

a. Surface Waters: Surface waters could be impacted with fill
material and reserve pit fluids.

Information Source: Field observation.

b. Groundwaters: Contamination to groundwaters through commingling
with drilling fluids is possible.

Information Source: Field observation.
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2. Water Quality
a. Surface Waters: Surface water quality could be degraded if the
reserve pit was located as proposed.

Information Source: Field observation.

b. Groundwaters: Operator proposes 160' of surface casing.
Commingling of drilling fluids with potentially usable water could
render groundwater unusable. Pits would be unlined.

Information Source: Application to Drill, Field observation.

F. Flora and Fauna

1. Endangered and Threatened Species Determination

Based on the formal comments received from the Bureau of Land Management
on May 8, 1980, we determine that there would be no effect on endangered
and threatened species and/or their critical habitat.

2. Flora: Construction would remove about .75 acres of vegetation
increasing potential for non-point erosion and decreasing soil fertility.

Information Source: Field observation.

3. Fauna: Vegetation removal reduces wildlife habitats and food sources.
Deer are not known to winter in the area. No known migratory bird nesting
areas, strutting or breeding grounds, or fish-spawning areas would be
impacted by proposed action.

Information Source: BLM-Moab, Book Mountain Unit Resource Analysis.

G. Land Uses

1. General: Oil and gas operations, recreation, and grazing are major
land uses. Amount and quality of land available to livestock, wildlife,
and recreationists would be reduced during well life.

Information Source: Field observation.

2. Affected Floodplains and/or Wetlands: N/A

Information Source: Field observation.

H. Aesthetics: Operation would not blend with natural surroundings. Most
likely unappealing to recreationists. Impact duration: life of well.

Information Source: Field observation.

I. Socioeconomics: The effect of one well on local and regional population
and economy would be considered minor. If major discovery, then consider:
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Population increase, community services taxed, resources depleted, cumulative
impacts multiply, pipelines and transportation routes expand.

Information Source: G. Doyle, Environmental Scientist, USGS.

J. Cultural Resources Determination: Based on the formal comments received
from the Bureau of Land Management on April 8, 1980, we determine that there
would be no effect on cultural resources subject to no stipulations.

Information Source: Bureau of Land Management-Moab.

K. Adequacy of Restoration Plans: Rehabilitation plan judged as adequate.
Problems hampering restoration: a) Area subject to short growing season; b)
limited precipitation during growing season; and c) generally, very little
topsoil which has limited organic matter and is low in fertility.

Information Source: G. Doyle, Environmental Scientist, USGS.
David Oberwager, Env. Spec. (Reclamation), USGS-A0SO.

Alternatives to the Proposed Action:

1. Disapproving the proposed action or no action - If the proposed action is
denied, no action would occur, the existing environment would remain in its
present state, the lessee/operator would not realize any return on investments
and the public would be denied a potential energy source.

2. Approving the project with the recommended stipulations - Under federal
oil and gas leasing provisions, the Geological Survey has a responsibility to
approve mineral development if the environmental consequences are not too
severe or irreversible. Permanent damage to the surface and subsurface would
be prevented as much as possible under USGS and Surface Management Agency
supervision. Environmental impacts would be significantly mitigated.

Adverse Environmental Effects:

1. If approved as proposed:

a. About .75 acres of vegetation would be removed, increasing and
accelerating erosion potential.

b. Pollution of groundwater systems would occur with the introduction
of drilling fluids into the aquifer(s). The potential for interaquifer
leakage and lost circulation is ever-present, depending on the casing
program.

c. Minor air pollution would be induced on a temporar.y basis due to
exhaust emissions from rig engines and support traffic.

d. The potential for fires, leaks, spills of gas and oil or water
exists.

e. During construction and drilling phases of the operation, noise and
dust levels would increase.
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f. Distractions from aesthetics during the lifetime of the project
would exist.

g. Erosion from the site would eventually be carried as sediment in the
Colorado River. The potential for pollution to Pinto Wash would existthrough leaks and spills.

h. If hydrocarbons would be discovered and produced, further developmentof the area could be expected to occur, which would result in the extractionof an irreplaceable resource, and further negative environmental impacts.These impacts include the cumulative loss of wildlife habitat due to theareas necessary for roads, pipelines, drillsites, and transmission lines.These actions may disrupt wildlife social behavior and force habitatrelocation over an extended period of time. In addition, the cumulativeeffects of non-point erosion become substantial in a developing field,
primarily those located near perennial streams where siltation andsedimentation are critical to aquatic life cycles.

i. Other:
1) Surface waters would be blocked and filled, increasingsedimentation/erosion potentil.

2) Locating the reserve pit where proposed would create significantpotential for pollution in the drainage to the north.

3) Both cattle and sheep could be endangered by toxic or hazardousfluids in the reserve pit if it is not properly fenced.

2. Conditional approval

a. All adverse impacts described in section one above would occur,except

1) By rotating the wellsite 90° to the west, impacts to the washwould be mitigated.

2) By fencing the reserve on three sides prior to drilling, and onthe fourth side once the rig moves off, hazards posed by fluids tolivestock and wildlife would be mitigated.

3) By utilizing a minimum 10' buffer zone (no surface disturbance)between the pad and the wash, impacts to the wash would be
significantly mitigated.

RecommendedApproval Conditions:

Dr.illing should be allowed, provided the following mitigative measures areincorporated into the proposed APD and adhered to by the operator:

1. See attached Lease Stipulations.

2. See attached BLMStipulations.
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3. Rotate wellsite 90° to the west.

4. Fence reserve pit on three sides prior to drilling and on the fourth side
once the rig moves off.

5. Leave a minimum 10' of no surface disturbance between the we11pad and the
wash to the north.

Controversial Issues and Conservation Division Response: None known.

We have considered the proposed action in the preceding pages of this EA and
find, based on the analysis of environmental considerations provided therein,
no evidence to indicate that it will significantly (40 CFR 1508.27) impact the
quality of the human environment.

Determination

I determine that the proposed action (as modified by the recommended approval
conditions) does not constitute a major Federal action significantly affecting
the quality of the human environment in the sense of NEPA, Section 102(2)(C).

. DISTRICTENGINEER MAŸi ( \98()
District Engine r Date
U. S. Geological Survey
Conservation Division
Oil & Gas Operations
Salt Lake City District
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APPENDICES

APPENDIXI Bureau of Land Management Stipulations

APPENDIX II Mineral Evaluation

APPENDIXIII Mining Report

APPENDIXIV . Water Permit
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STANDARDSTIPULATIONSFOROIL & GAS EXPLORATION

1. Contact this office at least 24 hours prior to beginning construction
of access road and pad.

2. Stockpile the surface 12-15 inches of topsoil in a wind-row on the

northwest (hillside) of the location.

3. The upper banks (uphill side) of all cuts will be rounded during
construction of the access road and pad.

4. Notify the BLMDistrict Archaeologist if cultural material from
subsurface deposits is exposed during the operation.

5. The trash pit will be at least four feet x six feet x six feet and
fenced with fine mesh wire during drilling operations. .

6. The "blooey" line will be centered and directed into the pit.

7. If production is obtained, additional surface disturbing activities
are not approved at this time.

8. Rehabilitation of the site and access road will be accomplished in
accordance with the enclosed restoration procedures.

9. A low water crossing, conforming to BLMstandards will be constructed
through the dry wash at the north end of the drill pad.

10. There will be no surface disturbances ten feet from the wash.
Trees will be moved off the area and kept to one side. Upon
completion of the surface restoration and seeding, they will be
scattered over the surface.

Note: The well site layout will be rotated 90 degrees west.

11. The reserve pit will be fenced on three sides during the drilling
operation. A three wire (18 inches x 12 inches x 12 inches)
barbed wire fence will be satisfactory. If liquids persist in the
pit after the rig has moved, the fourth side will be
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SEED MIXTURE

Grass 1bs/acre
broadcast drilled

Hilaria Jamesii 2 1
Or.yzopsis hymenoides 2 1
Sporabdus cryptandrus 1 1
Agropyron Smithii 1 1

Forbs
Sphaeralcea. 1 1
Ptedicago sativa 1 1
etelilotus officinalis 1 1

Shrub

Atriplex canescen 1 1
Ceratoidis lanata 1 1

11



. 1 CLA AT]ON PROCEDURES JN GRAND RT.SOURCE AR£A

1. Disk or rip pads and access roads. •

a. Over3ap passes in order to insure comp3ete treatment.

2. Contour pads and access roads.

a. Lay terms into centers.

b. Use cut material for fill areas.

c. Lay stockpiled surface soil over top of paòs and spread evenly.

d.- On highly crosive soils, it may be more beneficial to grade

s3cpes to reãoce.steepness.

e. Do not smooth pads out, leave a roughened surface. On steeper

s30pes and slopes with clayey soils scarify or serrate the
ground in oròer to increase water infiltration and reduce

erosion.

3. Vater har roaös where reouired by this office.

* 27. Grade - 200 ft. intervals
2-47. Graòe - 100 ft. intervals
4-57. Greòe - 75 ft. intervals

57. Graòe - 50 ft. intervals

* .Actual spacing may vary accorõing to soil stability. Lighter

textureò soils will reouire more frequent water Lars. When natural

Brainage ways are present, cater Lars are to be constructed to cake

aximum use of them. Plan operations so that natural drainage vays

- òo not becor.e blocked.

4. Seed roads and pads in the fall (Gct. through
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DIVISIONOFUIL,GASANDMINING

SPUDDINGINFORMATION

M OFWy. Ambxa OR and Gas Company

R g: Tumb£.eweed #27-2-80A

SECTION27 NWNE TOWNSHIP909 RANGE ?1F COUNTYq

DRILLINGCONTRACTORstannenvraa.nq
RIG# 9

SPUDDED:TE 5/19/80

TIME 8:00 a.m.

ÑOW V

AILLING WILLC0l?ENCEPA V

REPORTEDBY ****V Nues

TELEPHONEg 532-6640

ggy May 21, 1980 SI6NED GrininalSinnMSv M.T. Minder

ee:
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SUBMIT IN ICATE• Form approrr<1.

F<>rtr2 liudsti Iluteau 0. 42 RI42
(Other instr s on

U ED STATES reverse

DEPARTMENT OF THE INTERI -o-isics-

GEOLOGICAL SURVEY

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

DRILL DEEPEN O PLUG BACK O T. CNIT AGREEMENT NAME

b TTreor«Ei,L N/A
OIL GAS SINGLE MULTIPLE S. FARM OE LEASE NAME

WELL WELL OTRER ZONE ZONE

2. NAME OF OPERATOR )
Ambra Oil & Gas Company 9 WELL NO.

3. ADDRESS OF OURATOR
.

Tumbleweed 27-2-80A
115 South Main, Suite 420, Salt Lake City, UT 84111 io. FIELD AND POOL, OR WILDCAT

¿T¯o.
L (Report locatÏon clearly and in accordance with any State requirements.') Cisco Dome

41 surface
360' FNL 2093' FEL of n.sec..x..n.....oassa.

' S
d

pnrod
z n'e

T 20 S , R 21 E S 2
T2OS, R21E

14. DISTANCE IN MILES AND D1RECTION FROM EAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISR 13. STATE

15 miles northwest of Cisco, Utah Grand i Utah
10. DISTANCE FROM PROPUSED" 16. No. or ICEES IN LEASE 17. NO.OP ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

fora y oeaar'eTÍri'e
o' fine. « any, 5 60 ' 640 acres 40 acres

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS

TO NE^nEST WELL. DRILLING, COMPLETED,
OR APPUED FOR, ON THIS LEASE, IT. i •3200

' rotary-air
21. ELevATioNs (Show whether DF. RT, GR. etc.) 22. Arraox. DATE woaK wiLL sTART•

5349 GR
23 PROPOSED CASING AND CEMENTING PROGRAM

1812E OF HOLE

Ii5-
IIZE5OF CASING WEICHT PER FOOT SETTING DEPTH Q

6 3/4" 55-4 1 /'B' nw in lb 00 ' eks (eement to Manens

Will be drilled to test the Summerville Formation

All shows encountered will be tÈted. L Ì
MAY2 01980

Blowout equipment to be used:
Hydrill type GK, 10" B.O.P.
Tested to 5000 PSI DIVISIONOF
with a 5000 Series Power Accumulator OIL, GAS & MINING

State of Utah, Department of NaturalResources

Division of Oil, Gas, and Mining
1588 West North Temple
Salt Lake City,Utah 84116

IN AROVE SPACE DESCRIBE PROPOSED PaccaAM : If proposal is to deepeo or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24.

SIGNE TITLE DATE

(This space for Federal or State odice use)

PERMIT NO APPROVAL DATF

(Orig. Sgd.) R. A. Henricks E· W. GUYNN
APranvED RT --

TITLE DISTAICT ARINEED ^2e

CONDITIONN OF APPROVAL. IF ANT:

CONDITIONSOF APPROVALATTACHED. Ft.ARINGOR VENTINGOFTO OPERATOR'SCOPY GASis SUBJECTTONTL4-ANOTICEOF APPROVAL *s., instructions On ReverseSide DATED
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SCOTT M. MATHESON + "" OlL, GAS, AND MINING BOARD
Governor 9

CHARLESR.HENDERSON
GORDON E. HARMSTON STATE OF UTAH chairman

Executive Director,
NATURAL RESOURCES DEPARTMENTOF NATURAL RESOURCES

JOHNL.BELL
DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN

THADISW.BOXCLEON B. FEIGHT 1588 West North Temple CONSTANCE K. LUNDBERGDirector Salt Lake City, Utah 84116 EDWARD T. BECK
(801) 533-5771 E. STEELE MclNTYRE

September 12, 1980

Ambra Oil & Gas Company
115 South Main, Suite 420
Salt Lake City, Utah 84111

RE: Well No. Tumbleweed #27-2-80A
Sec. 27, T. 20S, R. 21E.,
Grand County, Utah

Gentlemen:

According to our records, a "Well Completion Report" filed with this
office August 8, 1980, from above teferred to well (s) indicates the
following electric logs were run: DIL, CNFD, CBL. As of todays date this
office has not received the Cemg.

Rule C-5, General Rules and Regulations and Rules of Practice and
Procedure, requires that a well log shall be filed with the Commission
together with a copy of the electric and radioactivity logs.

Your prompt attention to the above will be greatly appreciated.

Sincerely,

BARBARAHILL
CLERK-TYPIST

Kerry M. Miller, Production



Form 9-·330
(Rev. 5-68) .y. A SUBMIT IN DUP * Form approved.

I A Budget Bureau No. 42-RB55.5.

DEPARTMENT OF THE INTERIOR '¿ro=|d 5. LEASE DESIGNATION AND SERIAL N .

GEOLOGICAL SURVEY U-39499
6. IF INDIAN, ALLOTTEE OR TRIBE NAMÉ

WELL COMPLETIONOR RECOMPLETIONREPORTAND LOG *

N/A
1a. TYPE OF WELL: OW

LL
ESLL

DRY Other Î. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: N/A
E

OWORK EP-
svn. Other 8. - OE LEAH NM

2. NAME OF OPERATOR

Ambra Oil & Gas Companv
9. WELL NO.

s. ADDRESS OF OPERATOn Tumbleweed 27-2-80A
10. FIELD AND POOL, OR WILDCAT

115 South Main, Suite 420, Salt Lake City, Utah 84111 (Greater Cisco Area)4. LOCATION OF WELL (R6pOff 10CGif0% Clearly and in GCCordanOS tofth Guy Ñ$GÉS TBquiremên‡8)*
CiSco Dome

At surface 560 ' FNL, 2093 ' FEL of Sec. 27, T20S, R21E gy 11. SEC., T., R., M., OR BLOCK AND SURVET
OR AREA

At top prod. Interval reported below
Sec. 27, T20S, R21E

At total depth

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

43-019-30612 5/16/80 r nd Utah
15. DATE SPUDDED 16. DATE T.D. REACEED 1Î. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, REB, RT, GE, ETC.)* 19. ELEV. CASINGHEAD

5/20/80 I 5/24/AO A/A/80 5349' GR 5359' GR
20. TorAL DEPTH, MD & Two 21. PLua, BACK T.D., MD & Tvn 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANT*
. DRILLED BY

3130 ' TD 2917 TD 2 zones 3130 '
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

SUEVEY MADE

2680 - 2704 - Summerville No
2A00 - 2AB4 - re<1ar Mann min

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

DIL, CNFD, CBL No
28. CASING RECORD (Report all strings set in toell)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8 5/8" 32 lbs 160 ' 11" 35 sacks
4 1/2" 10.5 lbs 2917' 6 3/4" 100 sacks 0

29. LINER RECORD 30. TUBING RECORD

sizz Tor (xn) norrox (MD) SACKS CEMENT* SCBEEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD

2 3/A" 2707 7755' .

31. PaaronATION nacono (Interval, aire and number) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEEE, ETC.
2680-91, 97-98, 2700, 2702, 2704 DEPTE INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

1 shot/ft, GO casing gun same 2000 gal diesel & 10 gal T980

2800,01,03,04,06,28-34, 46-54 same 2000 gal diesel & 10 gal T980
1 shot/ft, GO casing gun

33.• PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gaa lif‡, pumping--size and igpe of pump) WELL STATUS (Producing Of

shut-in)
8/7/80 Pumping Producing

DATE OF TEST HOURS TESTED CEOKE SIZE PROD'N. FOR OIL-BBL. GAS-MCF. WATER-BBL. GAS-OÍL RATIO
TEST PERIOD I8/7-8/11 67 hrs N/A ) 227 BBLS | trace j trace N/A

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATER-BBL. OIL GRATITY-API (CORR.)
24-Houn aarz

2 lbs 540 lbs 3 81 BBLS O O 40
34. DISPOSITION 07 GAs (ßold, used for fuel, vented, etc.) TEST WITNESSED BY

used, if any I John Hart
35. LÌST OF ATTACHMENT

logs
36. I hereby cer at th g and attached information is complete and correct as determined from all available records

SIGN TITLE Production Manager I ATE

*(See Instructionsand Spaces for Additional Data on ReverseSide)
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September 17, 1880

Ambra 011 & Gas Company
115 South Main, Suite 420
Salt Lake City, Utah 84111

RE: Well No. Tambleweed #27-2-80A
Sec. 27, T. 20S, R. 21E.,
Grand County, Utah

Gentlemen:

We are in receipt of your logs for the above mentioned well which
have been marked "tight hole". Please refer to Rule C-5 (b), General
Rules and Regulations and Rules of Practice and Procedure.

In order to hold this ingormation confidential, we must have a letter
fram your company requesting that this data be withheld from open file.
If we do not hear from you by November 1, 1980, we will assume that the
information can be released.

Very truly yours,

DIVISION OF OIL, GAS, AND MINING

BARBARAHILL
CLERK-TYPIST



Form 9--331 form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATEs SN Of 5. LEASE
DEPARTMOELNOGOFLSHURNEYRGAS&MIA

NA

SUNDRYNOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME
NA(Do not use this form for proposals to drill or to deepen or plug back to a differentreservoir. use Form 9-331--c for such proposals.) 8. FARM OR LEASENAME
Tumbleweed '1. oit gas Owell well other 9. WELL NO.

2. NAME OF OPËRATOR
Ambra Oil & Gas Company 10. FIELD OR WILDCATNAME

3. ADDRESS OF OPERATOR 84101 Cisco Dome
47 W. 200 S., Suite 510 Salt Lake City, UT 11. SEC., T., R., M. OR BLK. AND SURVEY OR

4. LOCATION OF WELL(REPORT LOCATION CLEARLY. See space 17 AREA
below.) 560' FNL 2903' FEL Sec. 27, T20s R21E
AT SURFACE: 12. COUNTY OR PAR SH 13. STATEAT TOP PROD. INTERVAL: Grand UtahAT TOTAL DEPfH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-019-3061

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB AND WD)
5349' GR

REQUEST FOR APPROVAL TO: SUBSEQU£NT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL O . O (NOTE: Report results of rnultiple completion or zonePULL OR ALTER CASING Mange on Form %330.)
MULTIPLECOMPLETE
CHANGE ZONES
ABANDON*
(other) Suspendød perat

17. DESCRIBE PROPOSËD OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

The operation of this well is in a suspended status pending eview of
commerciality .

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I her y ce fy that e and correct

SIGNED TITLE Production Mgr. November 25, 1983

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-RJ424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-39499V

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME
NA '

SUNDRYNOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a clifterent NA
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

1. oit gas Cisco Dome
well well other 9. WELL NO. - k.

2. NAME OF OPERATOR Tumbleweed 2722-80A
Ambra O.i.1 & Gag ÇOppany 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR 84101 Cisco Dome
47 W. 200 S· r Suite 510 Salt Lake City , UT 11. SEC., T., R., M. OR BLK. AND SURVEY OR

4. LOCATIONOF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Sec. 27, T20S R21E
AT SURFACE: 12. COUNTY OR PARISH 13. STATEAT TOP PROD. INTERVAL:

Grand UtahAT TOTAL DEPTH:
14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-019-30612
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5349' GRREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF O O

.:

FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zonePULL OR ALTER CASING O O en••«••n For= 9 aaoa
MULTIPLE COMPLETE
CHANGE ZONEs O OABANDON*
(other) Well Status

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

This well is shut-in pending better economic conditions. When the oil market
improves, we will again produce this well.

18. I her t>ycertify th t the f regoing is true and correct MINING
SIGNED TITLE Production Mgr. gay, December 13, 1983

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDtTIONS OF APPROVAL IF ANY:

*See instmetions on Reverse



Form 9-331
Form Approved.Dec. 1973
Budget Bureau No.42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-39499

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
NA

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different NA
reservoir. use Form s-331-c for such proposals.)

8. FARM OR LEASENAME
1. oil gas Tumbleweed

well well other 9. WELLNO.
2. NAME OF OPERATOR 27-2

Ambra Oil & Gas Company 10. FIELD OR WILDCAT NAME
3. ADDRESS OF OPERATOR 84101 Cisco Dome

47 W. 200 S. , Suite 510 Salt Lake City, UT 11. SEC., T., R., M., OR BLK. AND SURVEY OR4. LOCATIONOF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Sec. 27, T2OS R21E SLB&MAT SURFACE: 560' FNL 2093' FEL, NW¼NE¼ 12. COUNTYORPARISH 13. STATEAT TOP PROD. INTERVAL:

Grand i UtahAT TOTAL DEPTH:
14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-Ol9-30&l-2
REPORT, OR OTHER DATA

15. ELEVATIONS (SHOW DF, KDB, AND WD)
5349' GRREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF RECElVED '
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL O O E: Report results of rnultiple completion or zonePULL OR ALTER CASING JUN2 8 1¾ change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* DNI.SION OF OIL
(other) GAS & MININA
17. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent detaits, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

We propose the following plugging procedure:

1. Cut 41" production casing at ±2200 '
.

2. Plugs as follows - #1 2750-2550' with 16 sx Class G
#2 2300-2100' with 29 sx Class G
#3 208-108' with 25 sx Class G
#4 50-0' with 15 sx Class G and regulation P&A marker.

This well pad will serve as location for the Tumbleweed 27-8. Depending on the
results of drilling the Tumbleweed 27-8

, the location will be reclaimed accordingto APD stipulations.

Subsurface Safety Valve: Manu. and Type Set @ Ft.
18. I hereby certify tnt the foregoing is true and correct

SIGNED \ TITLE -TM STATE7, 1984

(This space for a i

APPROVED BY TITLE
CONDITIONS OF APPROVAL IF ANY:

*See instructions on Reverse



Form approved.
Form 3160-5 U D STATES SUBMIT IN TRIP TE• Budget Bureau No. 1004--0135
(November 1983) (Other instructions re Expires August 31, 1985
(Formerly 9-331) DEPARTME OF THE INTERIORverse side) 5. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-39499
A. IF INDIAN, ALLOTTEE OR TälBE NAMESUNDRYNOTKES AND REPORTSON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals.)

1. 7. UNIT AGREEMENT NAME

W LL
WAS.I»

OTHER

2. NAME OF OPERATOR 8. PARM OR LEASE NAME

Ambra Oil and Gas Company
3. ADDRESS OF OPERATOR 9. WELL NO.

47 W., 200 S., Suite 510. Salt Lake Citv, Iltah A4101
- Tumbleweed 27-2-ROA

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCATSee also space 17 below.)at surrace Cisco Dome
li. sme., T., n., x., on ar,E. AND

SURVET OR ARRA560' FNL, 2093' FEL, sec 27, T 20 S, R 21 E
Sec 27, T 20 S, R 21 E14. PERRIIT NO. 15. ELEVATIONS (Show whether or, RT, ca. etc.) 12. COUNTY on PAnlas 18. BTATE

4301930612 5349 GI Grand Ut ab
16. OCÑÀppropriofe 80x IO Indicate Nature of Notice, Report, or OtherData

NOTICE OF INTENTION TO : SUBSEQUENT REPORT O

TEST WATER SHUT-Orr PCLL OR ALTER CASING WATER SHDT-Orr REPAIRING WELI.
FRACTURE TREAT 3IULTIPLE COMPIÆTE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT• X
REPAIR WELL CHANGE PLANs (Other)

(NoTE: Report results of multiple colupletion on We11(Other) Completion or Recompletion Report and Log form.)
17. DEscalsE I•RorosED OR COMPLETED OPERATIONS (Clearly.state all pertinent details, and give pertinent dates, including estimated date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and sones perti-nent to this work.) *

27-2 was plugged to 250' with cement plug as per sundry notice
7/28/84

AUG 2 1984

DylgipN OF QL
GAS & M

I

18. I hereby cer that the foregolng is true an correct

ProductionManager 7/30/84SIGNED / TITLE DATE

(This space for Federal or State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instwetionson ReverseSid.

Title 18 U.S.C. Section 1001, makes it a crime for any person knoWingly and willfully to make to any department or agency of theUnited States any false, fictitious or fraudulent statements or representations as to any matter within its



STATEOF UTAH
Scott M. Matheson. Gove rNATURALRESOURCES Ternple A. Reynolds, Executive DiremrOII, Gos & Mining

Dianne R. Nielson, Ph.D., Division Direc r
4241 State Office Building • Salt Lake City. UT 84114 •801-533-5771

September 26, 1984

Ambra Oil & Gas Company
American Plaza III
47 W 200 South Suite 510
Salt Lake City, Utah 84101

Gentlemen:

Re: Well No. Tumbleweed 27-2-80A - Sec. 27, T. 20S., R. 21E.Grand County, Utah - API #43-019-30612

This letter is to advise you that Sec. 38, GeologicMarkers, on the back side of the "Well Completion or RecompletionReport and Log" for the above referred to well was not filled inwhen this report was submitted.

We are sure this was an oversight on your part and so we arerequesting that you complete the enclosed Form OGC-3 and forward itto this office as soon as possible.

Thank you for your prompt attention to the above matter.

S

Claudia 3ones
Well Records Specialist

clj

Enclosure

cc: Dianne R. Nielson
Ronald 3. Firth
3ohn R. Baza
File

00000006/4

on equoi opportunity employer · please recycle



47West200South,Suite510
Salt Lake City, Utah 84101
(801) 532-6640

November 18, 1984
DIL AND GAS COMPANY

STATE OF UTAH NATURAL RESOURCES
Oil, Gas & Mining
4241 State Office Building
Salt Lake City, Utah 84114
ATTN: Claudia L. Jones

RE: Well No. Tumbleweed 27-2-80A
- NOV201984

Sec. 27, T20S, R21E
Grand County, Utah DMSIONOF
API #43-019-30612 0\(.,GAS&MINING

Dear Claudia:

In reference to your letter dated September 26, 1984, enclosed
please find a corrected Completion Report for the above-mentioned
well.

If you have any questions or if you need any further infonnation,
please contact me personally.

Sincerely,

AMBRA OIL & GAS COMPANY

Jennifer J. Sine
Production Clerk

/js



47 West 200 South, Suite 510
Salt Lake City Utah 84101
(801) 532-6640

November 20, 1984
DL AND GLASCOMPANY

STATE OF UTAH NATURAL RESOURCES
Oil, Gas & Mining
4241 State Office Building
Salt Lake City, Utah 84114

RE: Tumbleweed 27-2 6 NOVß1 1984Sec. 27, T20S, R21E
Grand County, Utah
API #43-019-30612 DiVISIONOF

Gentlemen:
Cit.,GAS& MINING

Enclosed please find a Sundry Notice, in triplicate, regarding the
Subsequent report of abandonment for the above referenced well.
Please disregard any preyious Sundry Notice regarding the plugging
and abandonment (subsequent) for this well.

If you have any questions or if you need any further infonaation,
please contact me personally.

Sincerely,

CO

Jennifer J. Sine
Production Clerk

/js
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